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SPREAD OF FLAME TEST ON THATCH TREATED WITH ‘FIRE - GUARD”
SANS 10407: 2006

NOTES
= SABS's Conditions of test are on overleaf of page 1.

- Terminclogy between quotation marks are as given by the sponsor

- Alldimensions given under section 1 of this report are nominal
Itis recommended that the user obtains confirmation from the South African Bureau of Standards that the
contents of this report are valid in respect of a given lot of material ]

1 DESCRIPTION OF SAMPLE
The sample consisted of one thatch roof specimen, pre-treated with “Fire -Guard” fire
retardant chemical and submitted for testing to the Fire Protection Engineering
laboratory of the SABS in Pretoria on 17 August 2009.

A single page application procedure was also submitted by the client.

Measurement done on the thatch roof specimens were recorded as follows:

Length ; 4 000 mm

Width : 1100 mm

Thickness : 200 mm

Fire retardant chemical : “Fire - Guard”
2 DATE OF RECEIPT

5 October 2009

1 Dr Lategan Road, Groenkloof, Private Bag x191, Pretoria, 0001, Tel: +27 (012) 428 7911, Fax: +27 (012) 344 1568

This test was performed by SABS Commercial (Pty) Ltd. This report and the test results relate only to the specific samples(s) identified herein. They do not imply
SABS approval of the quality and/or performance of the item(s) in question and the test results do not apply to any similar item that has not been tested.

(Refer also to the complete conditions printed on the back of this page.)
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3 NATURE AND METHOD OF TEST

A spread of flame test was conducted to section 8 of ASTM E108” Standard Test
Methods for Fire Tests on Roof Coverings® as required by section 8.2.3 of SANS
10407:20086 “Thatched Roof Construction.”

The gas flame was applied to the thaich for 10 min, as required for Class A and B
roof coverings.

Conditioning of panel was at indoor ambient conditions for 52 days.
4 DATE OF TEST

17 October 2007

5 TEST EQUIPMENT
Thatch Test Apparatus with gas burner - Verified
Stopwatch - Calibrated
Camera - Verified

6 RESULTS

The following result was abtained during the test:

Specimen | Results Criteria for Flame Spread Test | Classi -
sec 12.4 of ASTM E108 fication
No Spread of
flame, m Class A Class B Class C Class
1 1,7m <1,8m <24m <40m A

7 PHOTOGRAPHS

Photo 1 — Treated thatch roof specimen as supplied by sponsor

This report relates only to the specific sample(s) tested as identified herein. It does not imply SABS approval of the quality
and/or performance of the item(s) in question and the test results do not apply to any similar item that has not been tested.
(Refer also the complete conditions printed on the back of the official test report).






